
AB.1
A rotary hopper safe designed with

you in mind. The slanting front lets
you see the keyways. The safe is much
easier to unload.

The locking mechanism is the same
design found on our Underwriters
approved burglary resistive safes. The
boltwork is handle activated, and
consists of two "dovetailed" locking
bolts, that lock the door top and
bottom. The door is equipped with a
relocking device, that deadlocks the
locking bolts in a locked position if
the lock is attacked. The door is
equipped with a dual key lock, that
requires two different keys to open.
The lock is equipped with two pins to
hold the tumblers in place in case the
noses of the lock are pulled. Combina-
t ion lock available at addit ional cost.

BODY CONSTRUCTION

The sides, back, top and bottom are
114 inch solid steel plate, electrically
welded at all seams. The door and front
are 1/2 inch solid steel plate. There are
four holes in bottom plate for anchor-
ing. The hopper is a double cyl inder
type. The most attack resistant hopper
in use.

QUALIFIES FOR CLASS "B''
BU RGLARY''VSURA NCE RATING

HIGH

20"

WIDE

12"

DEEP

DIMENSIONS

OVERALL HEIGHT SHIPPING WEIGHT

DOOR S|ZE

27"

HOPPER OPENING

10"H 1ly2'.W

14"

3 % X 6 % X  6 Y 2

130 lbs.



HIGH

27"

WIDE

1 2 "

DIMENSIONS

DOOR S|ZE

11Y2'\l 12"H

AB1-R
Designed for more capacity than the

AB-1. Larger square door and longer
hopper.

The locking mechanism is the same
design, found on our Underwriters ap-
proved burglary resistive safes. The
boltwork is handle activated, and con-
sists of two "dovetailed" locking bolts,
that lock the door top and bottom. The
door is equipped with a relocking de-
vice, that deadlocks the locking bolts
in the locked position, if the lock is
attacked. The door is equipped with a
dual key lock, that requires two differ-
ent keys to open. The lock is equipped
with two pins to hold the tumblers in
place, in case the noses of the lock are
pulled. Combination lock available at
additional cost.

BODY CONSTRUCTION

The sides, back, top and bottom are
1/4 tnch solid steel plate, electrically
welded at all seams. The door and front
are 1/2 inch solid steel plate. There are
four holes in bottom plate for anchoring.

The hopper is a double cyl inder type.
The most attack resistant hopper in use.

QUAUFIES FON CLASS "B"
B U RG LARY ,,VSURA'VCE RAT ING

SHIPPING WEIGHT HOPPER

14" 190 lbs. 4YTXGY2XlO



AB.2

This smal l  safe is designed for currency. Currency can
be deposited through slot in front. Slot is protected by
a baffle inside of safe.

Door is equipped with an S&G # 4440 Lock Duel Key Con-
trol, also equipped with a Relocking Device that deadlocks
the door when burglary is at tempted.

NEW FEATURES

New Flat  Steel  Bol t  for  more locking area. 2 pins in lock
to keep tumblers in posi t ion in case noses are pul led.

DEPOSITORY SAFE

SLOT OPENINGH I G H

1 2 "

WIDE

6 "

D E E P

o

SHIPPING WEIGHT

D IM ENS IONS

30 lbs,

1 1 2 x 4



AB-3
This newly designed depository safe,

is made for depositing large envelopes
and small bags where, immediate cash
deposits are necessary. Deposits can be
made into safe, when door is locked.
This safe is ideal, for use in gas stations,
hotels, motels, trucks or any commer-
cial business where cash is exchanged.

The locking mechanism is the same
design, found on our Underwriters ap-
proved burglary resistive safes. The
boltwork is handle activated, and con-
sists of two "dovetailed" locking bolts,
that lock the door top and bottom.
The door is equipped with a relocking
device, that deadlocks the locking bolts
in the locked position if the lock is
attacked. The door is equipped with a
dual key lock, that requires two dif-
ferent keys to open. The lock is
equipped with two pins, to hold the
tumblers in place, in case the noses are
pulled. Combination lock available at
additional cost.

BODY CONSTRUCTION

TfrB sides, back, top and bottom are
1/4 tnch solid steel plate, electrically
welded at all seams. The door and front
are 1/2 inch solid steel plate. The hop-
per is a double cylinder type. The most
attack resistant hopper in use. There
are four holes in bottom plate for
anchoring. All in all the finest in hold-
up protection available.

QUAL'F'ES FON CLASS '8"

BU RGLARY 
"VSURA'VCE 

R AT ING

HIGH

1 2 "

DIMENSIONS

DOOR SIZE OVERALL HEIGHT SHIPPING WEIGHT

g',1llr 10"H

HOPPER OPENING

2Y2X 5 XgY2

9Y," 12" 18" 85lbs.



AB.4
A double compartment safe for busi-

nesses that need extra storage space.
Cash or valuables can be deposited into
top compartment, while bottom com-
partment may be used for storage.

The locking mechanism is the same
design, found on our Underwriters
approved burglary resistive safes. The
boltwork is handle activated, and con-
sists of two "dovetailed" locking bolts,
that lock the door top and bottom. The
door is equipped with a relocking de-
vice, that deadlocks the locking bolts
in a locked position if the lock is at-
tacked. The door is equipped with a
dual key lock, that requires two differ-
ent keys to open. The lock is equipped
with two pins to hold the tumblers in
place in case the noses of the lock are
pulled. The standard unit is equipped
with dual key locks on both doors.
Gombination locks available at addi-
tional cost.

BODY CONSTRUCTION

The sides, back, top and bottom are
1/4 inch solid steel plate electrically
welded at all seams. The door and
front are 1/2 inch solid steel plate.
There are four holes in bottom plate
for anchoring. The hopper is a double
cylinder type. The most attack resis-
tant hopper in use.

QUAUF'ES FOR CLASS "8''
BU RGLARY''VSURA NCE R AT ING

DIMENSIONS

@
36"

WIDE DEEP DOOR SIZES

12" 15y,"  12"H 11y2' ,1N

INSIDE TOP COMPARTMENT

WIDE

11%"

DEEP

13%"

HOPPER OPENING

4Y"XOY,X10

SHIPPING WEIGHT

250 lbs,

INSIDE BOTTOM COMPARTMENT

HIGH WIDE DEEP

14" 11%" 13%"

HIGH

13Y2"



MODIFIED UNITS
THAT HAVE BEEN VERY POPULAR.

AB4-B is the same unit as the AB-4 but, the hopper is at the
rear top of the safe and the deposits empty into the bottom
compartment. Standard unit equipped with dualcontrol key
lock on both doors, combination lock optional.

Dimensions outside, 36" high, 12" wide and 157z" deep.
Door sizes 12" high and 111/z" wide.

lnside top compartment, 20" high, 1 11/z" wide and 7" deep.

lnside bottom compartment, 14" high, 111/z" wide and
13t/2" deep. Shipping wt. 263 lbs.

AB4-32-3S is wider than the AB-4 and has three slots and
three dividers. Slots ares/q" x 4" standard unit equipped with
dual control key lock on doors, combination locks optional.

Dimensions outside, 32" high, 16" wide and 15t/2" deep.
Door sizes 12" high, 151/z" wide.

|nside top compartmenl,131/2" high,15th" wide and
14" deep. Space between partitions 5" wide.

f nside bottom compartment, 14" high, 111h" wide and
14" deep. Shipping wt. 263 lbs.

AB4-30S

AB4-30S is the same as AB-4 but without a hopper, it has a
lz" x 43/q" slot on front side of safe. Standard unit equipped
with dual control key lock on both doors. Combination locks
optional.

Dimensions outside, 32" high, 12" wide and 15V2" deep.
Door sizes 12" high, 1 11/z" wide.

f nside top compartmenl,l3l/z" high, 1 11/z" wide and
13t/z" deep.

f nside bottom compadment, 14" high, 111h" wide and
13t/2" deep. Shipping M. 226 lbs.

SAFE CORPORATION
23OO W. BLOOMINGDALE AVENUE cHtcAco, tLLtNots 60647 31 2-342-0068



AB.5
A super capacity safe. Over 7100

cubic inches of space. Equipped with a
very large hopper designed to take the
largest money bag or bulky packages.

The locking mechanism is the same
design, found on our Underwriters ap-
proved burglary resistive safes. The
boltwork is handle activated, and con-
sists of two "dovetailed" locking bolts,
that lock the door top and bottom. The
door is equipped with a relocking de-
vice, that deadlocks the locking bolts in
the locked position if the lock is at-
tacked. The door is equipped with a
dual key lock, that requires two differ-
ent keys to open. The lock is equipped
with two pins to hold the tumblers in
place in case the noses of the lock are
pulled. Combination lock available at
additional cost.

BODY CONSTRUCTION

The sides, back, top and bottom are
1/4 inch solid steel plate electrically
welded at all seams. The door and front
are 1/2 inch solid steel plate. There are
four holes in the bottom plate for
anchoring. The hopper is a double cyl-
inder type. The most attack resistant
hopper in use.

QUALIFIES FOR CLASS "8"
B U RGLARY''VSURA NCE RAT I NG

HIGH

33"

WIDE

14"

DIMENSIONS

DOOR SIZE OVERALL HEIGHT SHIPPING WEIGHT

12"H l3%',1lt

HOPPER OPENING

1 7 "

6 % X  1 0 X  1 4

250 lbs .


