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FICHET-BAUCHE
SAFES

BAR 11-BAR 31




BAR 11/AT 2 BAR31/AT3

Phatograph showing how a BAR 31 {AT3 safe
has withstood an attack on the hinge side of

The unique concealed double hinge allows the
door to be opened to 1B0°, giving completa
accase ta the full internal width of the safe, the safe.



The Fichet-Bauche interlocking rebate
provides a high degree of resistance to
wedging and explosive attacks around
the edge of the door, and acts as a bar--
flar to heat and flamea in fire conditions.
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LOCKING

The door I8 secured with FICHET-BAUCHE MONOPOLE keviock and 4 tube
combination lock (sea back page) as standard locking, ensuring & high degresa
of intermal security if the key is compromisad.

3 way moving bolts engaging Into recessed cupsin the body plus continuous
dog bolt ansure continuity of strength betwean safe door and body.
Relocking devices secure the boltwork indepandently in case of attack by
explosives, machanical tools or oxy acetylane cutting.

DOOR AND BODY

Thick inner and outar stasl pdates enclosa an axtra hard monolithic moulding
ragistant to oxy-acatylane together with drill resistant plates over all faces
of sata, body and door.

Both safes ara prepored with base fixing holes and ara supplied with adjus-
table shalves,




HOW THEY RESIST

the specification without prior notice. Imprimé en France. Imp. Auclair

i
5
=
©
o
-
=4
2
L
&
@
>
z
@
w
@
g
£
<
=
T
£
T
:
a
2
o
4
5
b
C
£
=

FICHET-BAUCHE

Head office 15-17, avenue Morane-Saulnier
78140 Vélizy-Villacoublay
Tél. 946.96.44 Télex 697 389 F

Subsidiaries and after-sales service throughout Europe.

OUR AIM 15 TO CONSTANTLY IMPROVE OUR PRODUCTS. WE THEREFORE
RESEAVE THE RIGHT TO ALTER THE SPECIFICATION WITHOUT PRIOR NOTICE.
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