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FICHET-BALICHES LLL, LISTED
CLASS M & 1 MODULAR VALILTS
provide a high security level of
protection for the storage of large
quantities of valuables.

These modular vaults save space
and are flexible. They replace the
old generation of poured concrele
vaults that cannol be expanded or
relacated after the initial installation

Because of their weight advan-
tage, they can be installed in many
Buildings where a poured vaull
cotbd nat have heen built,

The FICHET-BAUCHE miodulas
varult concept alkows for easy instal-
lation or dismantling ina matter of
hours. Panels are bolted together.

This makes expansion of relocation

much casier than with commionly
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LLL TESTS CLASS M & CLASS

FICHE -BALICHEs modular vaults

successhilly passed Underwrilers
Laboratories tests, They withslood
attacks on both panels and doors
with sophisticated tools such as:

[ shedge & electrnic harmmers,
[ 1 enov-acetylene torches coupled
with a flux md,

coring machine with carbide fips

Uising these poswerful ook,
tegters tried 10 make a 96 square
inch opening in both doors and
panels and failec.

BURGLARY [NEEETTANT URAT PRAELS

ide network of mare than 50 direct
fes FICHER-BAUCHE, the workds
r, b offera unigue combination of new wond

rocucts of FICHET-BAUCHE s expenence
o Chiss M and Class 1 Madular Viaults.

In addition, several atlempis to
defeat the boltwork and to release
the locking mechanisms of the vas
doors proved unsuccessiul.

Though these 1ests werne con-
ducted by a very well trained and
determined team of LLL testers,
FICHEFBALICHE"s doors and
panels far surpassed the LLL. tesls
rECUIrements,

They withstood morne than 15
minutes of net attack time tor the
Class M label and more than 30
minutes of netattack time for the
Class 1.
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used welded panels. Consequently,
these vaults are particularly suitable
for installation in rented premises.
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HCHERBALNHE LLL. LISTED
MODLUILAR VALILTS WILLFIT YOUR
SPECIFKC REQUIREMENTS FOR
HIGH SECURITY. Their modular
design and protective features have
mary commercial and financial
applications,

Commercial applications include
jewelry stores and warchouses,
pewelty maniufacturing facilities,
Iur companies, &lc.

Finanwial applications include
credit unions, hank branch affices,
brokerage firms, etc., just 1o name
a fies,

THE CLASS 1 MODLULAR VAULT
consists of a FICHET-BALICHE
OMABCGA 1" vault door (refer to
vault door literature) and 23" wide
panals.

The special design of the panels
enabiles themto be tightly inter-
ncked so as to form a homogens-
ceuis “wall, floor and ceiling™ unit.

The thickness of the Class 1
panels s 3 inches, The weight of
each panel is approximately 770 [bs,

The inside protection of the pan-
els is made ot the special FICHET
BALCHE C H.O, agglomerate
rainfonred with TORDBAR.

CHD is aceramic-type agglom-
eratewhich s filled with millions of
micro steel needies, These needles
farm a very close knit which kepps
the agglomerate from cracking and’
or breaking when attacked by a
sledpe or electric hammer. CH.DS
crushing strength is higher than
17,000 PSand it also offers avery
high torch and fire resistance.

DBAR is a strong-room lype
reinforcement made of steel flan
bars which are cut into strips
running off a central bar and
then twisted into a spiral shape.

THE TLASS 8 MODLILAR VALILT
comnsists of a FICHET-RALCHE
OB 8 vanlt docr refer 1o
vault door literature) and 23" wide
panels,

The thickness of the Class M
panelsis 3 inches, The weight of
cach panel is approsimatehy 660 1hs.

The inside protection of the pan-
elsis made of the special FICHET-
BALK HE DRA-AGCAMIX agglomerate
retior e with TORDBAR.

DRA-AGGAMIX i=an exira-hard
and abrasive fire resistant agglom-
erate filled with metallic reinforce-
ments, I provides very high
resistance o the most poweriul
mechanical tools as well as very
high torch and tire resistance
DRA-AGCAMIX'S crushing strength
is higher than 8 000 P51,
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senvice s old world expenence.
Amang the most recent products of FICHET-BAUCHES expenence

and expertise are the LUL. Listed Class M and Class | Modisar Vaulls.

N_-arj‘!,-_fr_#fl years ago, Fchet was the locksrith and safeimaker of
the kings of France. Today, after many years and several mergers and
acquisitons, the FICHEFBALCHE GROUF has become the European
teadier in the field of securiy.
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FCHET-BALICHE'S LLL. LISTED
CLASS M & 1 MODULAR VALILTS
provede a high security lever of
protection for the storage of large
guantities of valuables,

These modular vaults save space
and are flexible. They replace the
odd generation ol poured conorete
vaults that cannot be expanded or
redocated after the initial installation.

Because of their weight acdvan-
tage, they can be installed in many
buildings where a poured vault
could ot have been buill.

e FICHE T-BAUCHE micscular
vault concept allows for easy instal-
lation or dismantling in a matter of
hours. Panels are bolted together.
This makes expansion or redocation
miuch easier than with commaonly
usedwelded panels. Consequently,
these vaulis are particularhy suitable
forr inslallation in renbed premises,
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UL TESTS CLASSM & CLASS 1

FICHET-BALICHEs modular vaults
successtully passed Underwriters
Laboratories tests, Thoy withstood
attacks on both panels and doors
with sophisticated tools such as:

1 sletdpe & electric hammers,
1 oxy-acetylene torches coupled
with a Thas mod,

| conng machime with carbide tips.

Using thesa powertul tools
testers tried to make a 9% square
inch operime in bath doors and
panels and failed

I addition; several attempls 1o
dieteat the boltwork and 1o release
the locking mechanisms of the vaul
doors proved unsuccessiul.

Though these tests wene Cone
ducted by a very well trained and
determined teamoof LEL festers,
FICHET-BALICHE s doors and
panels far surpassied the LLL, tests’
FE L e ments

They withstood more than 15
minutes of net attack time for the
Class m label anct more than 30
minutes of net attack time for the
Class 1.,




