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COMPUTER DATA SECURITY TODAY
EMPIRE DATA PROTECTION equipment enables your
BUSINESS to function without fear of data loss.
Valuable current and historical data stored
inside our data protection equipment is protected
from al l  k inds of possible destruct ion ON SITE.
You will maintain control of youTACCOUNTS
RECEIVABLE, PAYROLL RECORDS,

ffiE

THEORDINAFOR
SAFETGEPINGOF
Conceived and built with the latest technology, our
computer data safes will protect the life of your

business, your computer data against:
FIRE, THEFT, UNAUTHORIZED ACCESS,
HUMIDITY SABOTAGE, MAGNETIC
DISTU RBANCES, VAN DALISM,
ACCIDENTS, ETC.

W": NM Computers have become indispensible
w YW to many of today's businesses bui
computer data is extremely vulnerable to destruction.
This could cripple or even put you out of business.

CUSTOMER LISTS
AND VITAL
DOCUMENTS.

EMPIRE SAFE COMPANy o 103 Grand Street . New york, N.y 10013 o(212)226-2255
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MODEL
NO.

OUTSIDE INSIDE STORAGE
CAPACITY WEIGHTH w D H w D

1 1 5 24', 25" 2O1 l a" 125 l  a" 93 lq 2 , 4 7 7  c u . i n . 620 lbs .
t c c 291/z' 32" 23" 181/2" 16%" 7,020 cu. in. 900lbs

3 1 5 55%" )Q14" 32" 421/2" 1 8 % " 1 6 % " 12,975 cu .  in . 1400lbs.
525 55%" 48%" JZ 421/^" JO/2 1 6 % " 25,595 cu. in. 1 8 1 0 l b s .
8 1 5 79" 4B%" 32" oo/2 36%" 1 6 % " 4O,O5O cu. in. 2540lbs.

Our aim is to constantly improve our products; we therefore reserve the right to alter specifications without prior notice.
ACCESS CONTROL
EVERY Empire Ordina Computer Data Safe is equipped with a U.L. approved combination lock
and a virtually "pick-proof" high security keylock for dual control. The high security keylock
can also be employed for "convenient" daytime access control. Your media is protected
from unauthorized access and sabotage as well as insulated from accidents, such as a
fire caused by an electrical short circuit.
FIRE/HUMIDITYTPROTECTION around the clock. Valuable data stored inside an Empire
Ordina Computer Data Safe is protected from loss due to sudden changes in temperature
and/or humidity. These safes have been tested by the most demanding International
authorities, including the Brunswick Technical University of West Germany (VDMA tests).
ln France, after being exposed 2 hours to temperatures attaining more than 2000o, the
inside of the tested safes remained at less than 125o, and the relative humidity lower
thanT0o/o. Dropped from 30 feet they remained undamaged.
PROTEGTION FROM SABOIAGE: MAGNETIG DISTURBANGES
Although computer software can be "accidentally" demagnetized, we consider sabotage
related demagnetization as the real problem. The thickness and composition of the walls
and doors of the EMPIRE Ordina Computer data safes insulate the media stored inside
against any magnetic changes.
PNOTECTING YOUR FUTURE . . . TODAY
A complete range of sizes is available, as well as many fittings for the convenient
storage of allyour computer media. Please contact our EDP specialists to aid you in
planning your present as well as future computer media security requirements.
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genererl feeitures
of the ORDINA 815 eind 525

Fire has atways been a very serious hazardtor a
company, and this hazard has greatly increased with
the advent of data processing. The data carriers used
are in fact more exposed than documents on paper, not
only because of their "lower resistance" to heat but also
because of the great concentration of data recorded in a
very smallvolume.

Again compared with documents on paper, it
should'also be pointed out that data carriers are very
sensitive to moisture and humidity and additionally can
suffer "losses" due to demagnetisation.

The new range of heat-resisting and fireproof
cabinets intended for the protection of computer data,
which includes the "Ordina" 815 and 525, is the result of
Fichet-Bauche's desire to meet the most stringent
requirements with regard to fire resistance.

The substantial resources made available to its
designers, a comprehensive test programme and
extendive industrial facilities using advanced
technology have enabled Fichet-Bauche to develop the
"Ordina" range.

The outer cabinet
This outer cabinet is formed of two sheet steel

envelopes, between which our special heat-resisting '
and fireproof material is poured. This is a cellular,
homogeneous and stable aggregate incorporati ng

thermally treated natural minerals and various
additives. In a fire, its task is to act as a real chemical
barrier, releasing a substantial part of its water of
crystallisation in the form of vapour (steam).

An initialbarriertothe build-up of the external
temperature is thus formed.

The internalcontainer
Its design makes use of the latest and most

appropriate techniques in the field of insulation and
sealing.

Located behind the first "barrier" formed by the
outercabinet, its role isto lowerthe internal temperature
to a level compatible with that which can be tolerated by
"sensitive" surfaces (magnetic media).

The door leaves
The leaves of the doors are of the "baff le" type and

when closed, they interlock in matching recesses in the
frame to form a substantial obstacle to the penetration of
heat.

Theseals
These are distributed around the perimeter of the

doors of the outer cabinet and etfectively complete the
thermal insulation of the leaves and "seal" them against
flames.

ORDINA8l5
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The bolts
Cylindrical bolts are distributed around the outer

edge ol the cabinet doors and ensure that they are
properly aligned with the frame. When the doors are
closed, an original system enables the bolts to be
thrown automaticallywithoutthe need to manipulate the
handles.

The hinges
The cabinet doors are mounted on sturdy external

hinges which allow them to be opened through 180"
without any great effort. Opening to 90'is however
sufficientto permit unrestricted access to the interior
fittings and to withdraw the sliding shelves.

The plinth
During a fire a floor or even a whole building may

collapse, causing the cabinet to fall. When it hits the
ground among the rubbish orwreckage, the impact may
be extremely severe due to the height of the fall and
cause structural deformation;the latter will adversely
affectthe preservation in good condition of the cabinet's
contents. To cope with this problem, our cabinet is
provided with a base of a special and original design,
which will absorb most of the kinetic energy generated
in the fall.

The interiorfittings
Rack bars allow the easy attachment of all the

accessories, which have been designed to enable any
combination of internal arrangements to be made, as
well as any subsequent rearrangements that may be
necessary as a consequence of trends in the type or
number of magnetic media to be stored and protected.

Locking
ln the standard version, the unit is locked with our

"Monopole" lock. Other locking mechanisms can be
provided on request.

Tests
The "Ordina" 815 and 525 have successfully

passed several very stringent tests bolt, fire and drop.
1 - Atthe Scientific and Technical Building Centre in

Champs-sur-Marne (77), Fr ance; (C.S.T. B.).
2 - Atthe BrunswickTechnical University in the Federal

Republic of Germany (V.D.M.A.).

Finish
The "Ordina" Bl5 and 525 are coated with

polyurethane paint:
- Body: peacock blue,
- Doors:dawn beige.
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fire eind drop tests

The national and international reputation of Fichet-Bauche has prompted
the Company to carry out on the "ORDINA" ranle, a series of tests which uary irom country to country.

Theexamplesbelowrelatetothe, ,ORDINA"gls '  
- - - - - ' -

C.S.T.B. in FRANCE
The "ORDlNA" 81 5 has successfully completed tests at

the Centre Scientifique et Technique du BAtiment (Scientific
and Technical Building Centre) in Champs-su r-Marne (77).

Fire resistance test (duration: 2 hours)
. Various magnetic media were arranged inside the cabinet,
together with measuring instruments.
o The cabinet was placed in the furnace and the burners were
tit.
. The temperature inside the furnace rose to 1 ,029 "C after two
hours (in accordance with the international ',temperature/time,'
curve).
o The heating was completed. The f urnace was opened and
the cabinet hosed down.
o The cabinet was opened without any difficulty.

Drop test (heating: 1 1/2 hours, drop: 4.50 m, (1 5 feet),
heating:30 min)
o The cabinet was placed in the furnace and heated for t hr 30
min to 986 "C.
. The cabinet was removed f rom the furnace, lifted to 4.50 m
and dropped on to a bed of rubble.
o The cabinet was replaced in the furnace to be reheated for 30
min to 925 "C.
o The cabinet was finally removed f rom the furnace and hosed
down. Once again, it could be opened without difficulty.
During the two tests, the various measuring instrumenis placed
inside the cabinet indicated a temperature and relative humiditv
rate well below the permitted limits.
The recorded magnetic tapes placed in the cabinets for these
two tests were recovered intact (see the testimonial below).

B.T.U. in GERMANY (V.D.M.A.)
The "Ordina" B'1 5 unit was successfullv tested at the

Brunswick Technical University, Germany, liy the "lnstitute for
construction materials, permanenl building and fire
protection". The tests were carried out in accordance with the
fire resistance conditions for heat-resisting cabinets and other
containers, as set out in V.D.M.A. standard 24991 , part 1, June
1979 version. The test consisted of a fire resistance test and a
fire and drop test.

Fire resistance test
r The cabinet was placed in the f urnace. During the period of
exposure to the flames (1 hour) the average temperature inside
the furnace was maintained in accordance with DIN 41 02. oart
2, September 1977 version. section524.
o The burners were slopped. The cabinet remained in tne
furnace unti l the interiortemperature of the cabinet reached i ts
maximum and began to fal l .
. The cabinet was then removed from the furnace and openeo.

Droptest
r The furnacewas pre-heated for 30 minutes.
o The cabinet was put quickly into this pre-heated furnace. The
temperature was raised to 1 ,090 "C in 15 minutes and held at
that level for a further 1 5 minutes.
. At the end of this period, the cabinet was withdrawn from the
furnace, litted to 9.1 5 m (30 feet) and dropped on to rubble.
o The cabinet was then returned to the furnace for a further
period of heating. The temperature was raised to 840 "C in
5 minutes and held for25 minutes.
o The furnace burners were stopped. Depending on the t ime
required in the previous test to reach the maximum
temperature, the cabinet was again kept in the furnace during
the cool ing period.
. The cabinet was removed from the furnace and opened.

The two tests were successful. The "Ordina" 81 S was therefore
(as all the models of the range) awarded the RG 626'7laoel
in conformity with class S 60 D.

Cabinet in the furnace Inserting the cabinet
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TestimonialRemoving the cabinet, end of the test Drop from 9.1 5 m 30 feel Cabinet attertest
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Overall external
d imensions (mm)

Clear  in ternal
d imensions (mm) Weight approx.

kg/CWT
H D H D

ORDINA 815
Safe 2 003 1 234 8 1 3 1 803 1 070 582

1 150t22.5
lnsert 1 7BB 1 062 572 1 682 930 420
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Ltr]l FICHET-BAUCHE For turther inrormation appty to:
FICHET-BAUCHE Head off ice
1 5-1 7, avenue Morane-Saulnier
781 41 Y 6l izy -Vi l lacoublay Cedex
T6r. (3) 946 96 44
Telex 697 389 F

FIcHET-BAUCHE (UK) Ltd
22-24, Marlborough Grove
L o n d o n S E l - 5 J T
Tel. (01) 231.11.37.
Te lex  88 .13 ,213

FICHET-BAUCHE HARTY
Unit 51 - Western Industr ial Estate
Naas Road
D u b l i n  1 2
Tel. (03) 508.016
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Branches and subsidiaries throughout the world

FTcHET-BAUCHE (UK)  L td
Nor thern  Reg iona l  o f f i ce
29, Tatton Court
K ings land G range,  Wools ton
Warr ing ton  WA1 4  RR
Tel. (0925) 822.116

SAFES o STRONG ROOMS o BANK SECURITY EQUIPMENT r FIREPBOOF AND FIRF-RESISTANT FILING CABINETS o
DETECTION AND COMPUTERISED MENAGEMENT OF ALARMS o ANTI-HOLD UP EQUIPMENT o ACCESS CONTROL SYSTEMS

Our  a im is  io  cons tan t ly  improve our  p roduc ts ,  we lhere fore  reserve  the  r igh t  to  a l te r  the  spec i f i ca t ion  w i thout  p r io r  no t ice


