- Throw away your stangards for the ultimate in prOtecﬁon
Original safes go beyond.

DRIGINAL 3 consolidation of

American design ingenuity and the
world’s finest craftsmen.

When the company was formed, a highly regarded designer was given carte
blanch to create the ultimate in a security system. From years of experience
he knew what was considered the best available. This was the starting point
for Original safes. The designer then concentrated on improving each feature
befare selecting quality technicians to implement his blueprints. The result is
the unbeatable, affordable Original...the new standard in safes. '
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Tlme is the biggest deterrent to crime.

This fact was in the mind of the designer of
Original safes. Original’s carefully selected
materials create the greatest obstacle to the
burglar and the most time consuming to pene-
trate, thus providing six-sided protection.

Insurance Certified. The UL
label, the standard for the in-
surance industry was awarded
to Original for their TL-30
safes. Original’s standards go
far beyond the requirements
demanded by any testing
organization.

Original’s high precision
keylock is anti-acid and anti-
pick resistant for maximum
security.

Our Group 2 combination lock
offers over 1 million combina-
tions. It is UL rated.

Two control centers (one for
each lock) are monitored by
tempered glass plates. When
a safe is attacked the glass
will shatter and activate one
or all of the relockers. The
relockers function as addi-
tional backup locks to the
main device. Original safes

- have a minimum of 3 re-
lockers which are all randomly
positioned. There are no
records of their locations.

Bolts are 1'% inches thick. A
minimum of one of the bolts is
phosphorous bronze and it is
randomly positioned.

'__‘ T1-30 BURGLARY. N0,

1. Specially selected
materials in the form of
nuggets, with the hardness ==
rating of 9.7 on the MOHS
scale, have been liberally
spread throughout the body
and door and encased in
Tufcrete.
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4 = Reinforcing rods are
strategically placed every
22 inches, horizontally and
vertically to enhance the
tensile strength of our
Tufcrete.
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w's Tufcrete is an ad- sm—
vanced generation of high

strength materials with a

12,000 PSI.
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A = Heavy duty reinforc-

ing brackets that resist peel- ===
ing are welded throughout

to the frame of the body

and door.

5 = Original’s Super Alloy
plate. This is a combination
of drill and tool-resistant
metals that are not commer-
cially machinable with or-
dinary tools.
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SAFE & VAULT

@ Door’s overall ==
thickness is 614 inches.







MODELS

N\
1814 4520 5220 6422/ 6434E.W. 7036
SPECIFICATIONS
Model Internal (in.) External (in.)* Cubic Capacity (f?) Ib. Shelves
H w D H w D
1814 18 14 14 25 21 23 2.04 948 1
2618 26 18 18 33 25 28 4.87 1543 2
3320 33 20 20 40 27 30 7.6 1819 3
4520 45 20 20 52 27 30 10.41 2285 4
5220 52 20 22 59 27 32 13.24 2777 5
8422 64 22 25 4 29 35 20.37 3681 6
6434 E.W. 64 34 20 71 41 30 25.18 4385 &
7036 70 36 26 77 43 36 37.91 5246 6
7 DOORSWING *add 2'2" for handle
Door Swing | A B
MODEL | 90° 180°
1814 425" 37"
2618 5012" 44347
3320 | 54" | 49%"
4520 541" 494"
5220 5612" 49"
6422 62" 53"
6434 69" 77"
7036 e 814"

(212) 684-2255

Original Safe Co. reserves the right to after any

specification and make necassary improvements
in the interest of providing the utmost in security.

Shelves are removeabls and adjustable.
Right handle door available.

EMPIRE SAFE COMPANY

6 EAST 39th STREET/ NEW YORK, N.Y. 10016/FAX: (212) 684-5550
DIAMOND/JEWELRY SAFES, COMMERCIAL MONEY SAFES, CASH DEPOSIT SAFES,
COMPUTER DATA SAFES, RECORD SAFES, INSULATED FILES, BANK EQUIPMENT,
SAFE DEPOSIT BOXES, VAULT DOORS, PREFABRICATED VAULT ROOMS, HOME SAFES




