To insure protection of records
and other valuables, a Schwab In-
sulated Vault Door should be
specified for any N.F.P.A. rated
fire-resistive vault. Where the
construction of a fire-resistive
vault is impractical, a Schwab
Insulated File Room Door should
be specified. (See N.F.P.A. No.
232). :

The unique design of the door
frame allows easy, non-grout
installation in walls 7" to 18"
thick. The inside escape

mechanism is easily located and

operated, even in the dark. Other

features include two U L. certified
relocking devices and a beveled

vault entrance for easy passage
of wheeled carts.

All Schwab doors carry a Class

B Mercantile Burglary Insurance
rating, Underwriters’ Labora-

tories, Inc. labels and certifica-

tions for the time specified.



INSULATED
FILE ROOM DOOR

CLASS 350—1 HOUR

b-Masonry Opening

’—f a-Clear Opening

e-Wall Thickness

d-Front Architrave

84'%s" Front Architrave
78" Clear Opening

Vault Door

Model No.

32" 45%"
40" ar" 53%"
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INSULATED
VAULT DOOR

CLASS 350—2 HOUR
CLASS 350—4 HOUR
CLASS 350—6 HOUR
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Vut Door Approx.
Model No. Shpg. Wt.

972 Ibs.
53%" 1100 Ibs.

7840-4 1118 Ibs.
7832-6 ' 45%" 7"-18" 1019 Ibs.
7840-6 53" 7"-18" 1147 Ibs.




Door Model N

Day Gate - Approximate )
Model No. Description Shipping Weight | Wall Thickness
32" Plexiglass 175 Ibs. i
40” Plexiglass _ 185 Ibs. : Color

8"—must be specified)

{gray, charcoal, forest green, tan)

Door Swing
ight or left*)

Day Gate Model No.

Gate Swing ht or left")

Authorized by

*Swing is determined by facing door
from outside vault. Hinges on right side
denote right swing; hinges on left side
denote left swing. Swing of day gate is
determined in the same manner, facing
the gate from inside the vault.




