I TERSEC

Reliance Safe
6-Sided Construction

Intersec Reliance Safe offers you,
for the first time in the United
States, real 6-sided protection
against;

® Oxy-acetylene ® Explosives
Wedging ® Heavy hand tools
High speed carbide tools.

2-Hour Fire Protection label.

Construction: s

GENERAL: These double-door safes have been
specially developed by the TANN Swedish
factory for the protection against fire and
burglary of jewelers’ general stock which does
not demand the very highest security stan-
dards of protection.

The safes offer Labelled 2-hour fire protec-

tion and substantial protection against bur-
glary including limited attacks using the oxy-
acetylene cutting torch.
DOOR: The overall door thickness is 67"’ for
each leaf with a formed construction which
provides a deeply interlocking fit with the
bedy of the safe.

Both doors swing on concealed hinges (no
danger of wedging open) and clench onte
fire seals.

A layer of fire resisting material is provided
against the inner steel of the doors, the re-
mainder of the space being filled by a massive
reinforced K350 anti-blowtorch material and
alloy layer,

LOCKING: The safe is supplied as standard
with one changeable eight lever high security
keylock and one 4-wheel Group 2 combination
lock with spy proof dial. Both locks are
mounted on the right hand door. Factory
setting for combination lock is 50.
BOLTWORK: New span, massive three way
sliding boltwork clenching system driven by a
gear drive operated by the bolt throw handle
on each door leaf. A continuous formed inter-
lock on the rear edge of each door leaf pro-
vides total security to the secured doors.
BODY: The overall body thickness is 4'4",
constructed from formed and continuously
welded high quality steel, The outer skin being
0.1 thick and the inner skin 0.16" thick.
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A massive reinforced high density monolith
of K350 anti-blowtorch material is used to
provide a rugged protection against attack.
APPEARANCE: The safe is finished in a tough,
attractive medium brown finish with stainless
fascia panel to each door. Door furniture is
provided in chromium polished finish.
FITTINGS: The safe is provided with 5 adjust-
able shelves. A number of cupboard and
drawer units are available, complete with
security keylock to special door.

A special arrangement is used to ensure that
the left hand door leaf is secured before
the boltwork on the right hand door leaf
is secured.

A total of 10 sliding bolts secure the doors
on each side of safe.

A remarkable new changeable keylock
allows the lock combination to be changed to a
new pair of keys should the guardianship of the
safe change or if a key is lost or compromised.

The 4-wheel Group 2 lock provides a possi-
ble 100 million different combinations.

A special manganese anti-drill plate is pro-
vided to give additional protection to the vital
locking areas. A live relocking device is on
guard each time the keylock is locked to guard
against the use of explosives, or attempts to
drive off the locks.

Test Information

Tann pursues a continuous research pro-
gram of testing. within their own labora-
tories and at independent test centers
throughout the world including the Under-
writers Laboratories in the U.S.A.

Dimensions (inches)

Model No. 6739 Type AI20
Approx. Weight 6160 Lbs. / Cubic Ft. 31.7

High Wide Deep
External 78" 47 578~ 30146
Internal | 675/15" 3938 19116

Way of Door
Model No. 6739 Type AI20
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Our aim is always to provide the best
security, therefore we reserve the right to
incorporate any improvements and alter
any specification accordingly without prior
notice.

By virtue of the Trade Descriptions Act,
1968, all measurements and weights must
necessarily be considered approximate.




